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Product  

1.  NHT810 motorcycle tire changer 

Specifications  

Rim clamping from outside: 6"-21" 

Max.wheel diameter: 960mm  

Max.wheel width/turntable: 260mm 

Max.wheel width/bead-breaker: 320mm 

Bead-remover cylinder(force at 10 bar) : 2500Kg 

Operating pressure: 8-10bar(116-145Psi) 

Power supply: 110/220V 1ph 380V 3ph 

Motor power: 0.75-1.1Kw 

Net weight: 164Kg 

Noise: <70dB 

Packing outside dimension: 990×760×910(mm)  

2.  NHT821 

Specifications  

Rim clamping from outside: 12"-20" 

Rim clamping from inside: 14"-23" 

Max.wheel diameter: 950mm 

Max.wheel width/turntable: 410mm 

Max.wheel width/bead-breaker: 320mm 

Bead-remover cylinder(force at 10 bar) : 2500Kg 

Operating pressure: 8-10bar(116-145Psi) 

Power supply: 110/220V 1ph 380V 3ph 

Motor power: 0.75-1.1Kw 

Net weight: 207Kg 

Noise: <70dB 

Packing outside dimension: 1000×860×910 

Technical features: 

�¼Pneumatic bead breaker blade  

�¼Manometer for inflating pressure control equipped 

with 

deflating push button  

�¼Water box in case��
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3.  NHT860GT 

Specifications  

Rim clamping from outside: 12"-20" 

Rim clamping from inside: 14"-23" 

Max.wheel diameter: 1000mm 

Max.wheel width/turntable: 410mm 

Max.wheel width/bead-breaker: 360mm 

Bead-remover cylinder(force at 10 bar) : 2500Kg 

Operating pressure: 8-10bar(116-145Psi) 

Power supply: 110/220V 1ph 380V 3ph 

Motor power: 0.75-1.1Kw 

Net weight: 217Kg 

Noise: <70dB 

Packing outside dimension: 1120×910×910 

Technical features: 

 

4.  NHT873 

Specification  

Rim clamping from outside: 12"-20" 

Rim clamping from inside: 14"-23" 

Max.wheel diameter: 950mm 

Bead-remover cylinder(force at 10 bar) : 2500Kg 

Max.wheel width340mm 

Operating pressure: 8-10bar(116-145Psi) 

Power supply: 110/220V 1ph 380V 3ph 

Motor power: 0.75-1.1Kw 

Net weight: 216Kg 

Noise: <70dB 

Packing outside dimension: 

1050mm×960mm×910mm 

 

5.  NHT880GT 

Specification  

Rim clamping from outside: 12"-20" 

Rim clamping from inside: 14"-23" 

Max.wheel diameter: 1000mm 

Max.wheel width/turntable: 410mm 

Max.wheel width/bead-breaker: 360mm 

Bead-remover cylinder(force at 10 bar) : 2500Kg 

Operating pressure: 8-10bar(116-145Psi) 

Power supply: 110/220V 1ph 380V 3ph 

Motor power: 0.75-1.1Kw 

Net weight: 260Kg 

Noise: <70dB 

Packing outside dimension: 1305×960×940(mm) 
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6.  NHT881GT 

Specification  

Rim clamping from outside: 12"-20" 

Rim clamping from inside: 14"-23" 

Max.wheel diameter: 1000mm 

Max.wheel width/turntable: 410mm 

Max.wheel width/bead-breaker: 360mm 

Bead-remover cylinder(force at 10 bar) : 2500Kg 

Operating pressure: 8-10bar(116-145Psi) 

Power supply: 110/220V 1ph 380V 3ph 

Motor power: 0.75-1.1Kw 

Net weight: 336Kg 

Noise: <70dB 

Packing outside dimension: 1270×1050×1760mm 

 

7.  NHT881-2-GT 

Specification  

Rim clamping from outside: 14�¾�É24�¾ 

Rim clamping from inside: 16�¾�É28�¾ 

Max.wheel diameter: 1200mm 

Max.wheel width/turntable: 410mm 

Max.wheel width/bead-breaker: 360mm 

Bead-remover cylinder(force at 10 bar) : 2500Kg 

Operating pressure: 8-10bar(116-145Psi) 

Power supply: 110/220V(1ph) 380V(3ph) 

Motor power: 0.85-1.1Kw 

Net weight: 358Kg 

Noise: <70dB 

 

8.  NHT891 

Specification  

Max.wheel diameter: 1600mm 

Handles wheels from: 14"-26" 

Max.wheel width: 800mm 

Max.wheel weight: 1270Kg 

Hydraulic pump motor: 1.1Kw 1.5Kw 2.2Kw 

Operating pressure: 0-130bar 

Power supply: 380V3ph 220V3ph 220V1ph 

Motor power: 1.5Kw 2.2Kw 

Net weight: 720Kg 

Noise: <70dB 

Packing outside dimension: 2245×1775×960(mm) 
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9.  NHT892 

Specification  

Max.wheel diameter2300mm 

Handles wheels from14�¾-56�¾ 

Max.wheel width1100mm 

Max.wheel weight2000Kg 

Hydraulic pump motor1.5KW 

Operating pressure0-130bar 

Power supply380V 

Motor power2.2/2.8KW,2-Speed Motor with CW and 

CCW 

Net weight 1200Kg 

Noise�Ø70dB 

Packing outside dimension2300×2300×1300(mm) 

 

10.  NHT220 with single protection hood,  

Specification  

Cycle time: 8sec. 

Maximum Wheel Weight: 70Kg 

Motor power: 180W/250W 

Power supply: 110V/220V 50Hz/60Hz 

Balancing speed: � 200rpm 

Balancing precision: ±1g 

Rim diameter: 10"-24" (265-615mm) 

Rim width: 1.5"-20" (40-510mm) 

Net weight with cover: 135Kg 

Noise: <70dB 

Ambient: 0-40��  
 

11.  NHT260 

With single protection hood 

Specification  

Cycle time: 8sec. 

Maximum Wheel Weight: 70Kg 

Motor power: 180W/250W 

Power supply: 110V/220V 50Hz/60Hz 

Balancing speed:� 200rpm 

Balancing precision:±1g 

Rim diameter: 10"-24" (265-615mm) 

Rim width: 1.5"-20" (40-510mm) 

Net weight with cover: 125Kg 

Noise: <70dB 

Ambient: 0-40��  
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12.  NHT263 

With single protection hood and pedal brake 

Specification  

Cycle time: 8sec. 

Maximum Wheel Weight: 70Kg 

Motor power: 180W/250W 

Power supply: 110V/220V 50Hz/60Hz 

Balancing speed:� 200rpm 

Balancing precision:±1g 

Rim diameter: 10"-24" (265-615mm) 

Rim width: 1.5"-20" (40-510mm) 

Net weight with cover: 125Kg 

Noise: <70dB 

Ambient: 0-40��   
13.  NHT266 

With single protection hood 

Specification  

Cycle time: 8sec. 

Maximum Wheel Weight: 70Kg 

Motor power: 180W/250W 

Power supply: 110V/220V 50Hz/60Hz 

Balancing speed: � 200rpm 

Balancing precision: ±1g 

Rim diameter: 10"-24" (265-615mm) 

Rim width: 1.5"-20" (40-510mm) 

Net weight with cover: 125Kg 

Noise: <70dB 

Ambient: 0-40��   

14.  NHT268 

With single protection hood 

Specification  

Cycle time8sec. 

Maximum Wheel Weight: 70Kg 

Motor power: 180W/250W 

Power supply: 110V/220V 50Hz/60Hz 

Balancing speed:� 200rpm 

Balancing precision:±1g 

Rim diameter: 10"-24" (265-615mm) 

Rim width: 1.5"-20" (40-510mm) 

Net weight with cover: 135Kg 

Noise: <70dB 

Ambient: 0-40��  
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15.  NHT280 

With single protection hood 

Specification  

Cycle time: 8sec. 

Maximum Wheel Weight: 70Kg 

Motor power: 180W/250W 

Power supply: 110V/220V 50Hz/60Hz 

Balancing speed: � 200rpm 

Balancing precision: ±1g 

Rim diameter: 10"-24" (265-615mm) 

Rim width: 1.5"-20" (40-510mm) 

Net weight with cover: 125Kg 

Noise: <70dB 

Ambient: 0-40��  

 

16.  NHT230-1 

With split protection hood 

Specification  

Cycle time: 8sec. 

Maximum Wheel Weight: 120Kg 

Motor power: 250W/400W 

Power supply: 220V/380V 50Hz/60Hz 

Balancing speed: � 200rpm 

Balancing precision: ±1g for car and ±25g for truck 

Rim diameter: 10"-24" (265-615mm) 

Rim width: 1.5"-20" (40-510mm) 

Net weight with cover: 230Kg 

Noise: <70dB 

Ambient: 0-40��  

Work air pressure: 8-10bar 

 

17.  QMJ-500B motorcycle lift  

Specification  

Lifting capacity: 350Kg 

Lifting Height: 700mm 

Lifting Speed: 30s 

Net Weight: 128Kg 

Noise:�Ø90dB 

Power Supply: 0.8�� 1MPa 

Platform Length: 1800mm 

Platform Width: 560mm 

Platform Height: 145mm  
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18.  YSJ-3000  

With symmetrical arms, 3.0 tons 

Specification  

Lifting capacity: 3000Kg 

Max lift height: 1800mm 

Lifting Time: 60s 

Lowering Time: 60s 

Net Weight: 700Kg 

Gross Weight: 750Kg 

Minimum height: 120mm 

Overall Height: 3020mm 

Overall Width: 2880mm 

Motor Power: 2.2Kw 220V/380V 50Hz 

 
19.  YSJ3000C 

With asymmetrical arms, 4.0 tons 

Specification  

Lifting capacity: 4000Kg 

Lifting Height1: 800mm 

Lifting Time: 60s 

Lowering Time: 40s 

Net Weight: 700Kg 

Gross Weight: 750Kg 

Motor power: 2.2KW(400-230V) 

Noise:�Ø70dB 

Overall Height: 2820mm 

Overall Width: 3420mm 

Distance between Posts: 2794mm 

Pump Max. Pressure: 31.5MPa 

Working Pressure: 18MPa 

 

20.  YLJ-3600 

With asymmetrical arms, 3.5 tons 

Specification  

Lifting capacity: 3600Kg 

Max lift height: 1900mm 

Lifting Time: 45s 

Lowering Time: 30s 

Net Weight: 830Kg 

Motor power: 2.2Kw 

Oil pressure: 16Mpa 

Noise: <70dB 

Power Supply: 220V/380V 
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21.  YLJ-3600C 

With asymmetrical arms, 4.0 tons 

Specification  

Lifting capacity: 4000Kg 

Lifting Height: 1800mm 

Lifting Time: 60s 

Lowering Time: 45s 

Net Weight: 800Kg 

Gross Weight: 850Kg 

Motor power: 2.2KW(400-230V) 

Noise:�Ø70dB 

Overall Height: 3606mm 

Overall Width: 3420mm 

Distance between Posts: 2794mm 

Pump Max. Pressure: 31.5MPa 

Working Pressure: 18MPa  
22.  Y4J-3500 

With jacks for wheel aligner, 3.5 tons  

Specification  

Lifting capacity: 3500Kg 

Max lift height: 1700mm 

Lifting Time: 75s 

Lowering Time: 75s 

Net Weight: 1100Kg 

Motor power: 2.2Kw 220V/380V 50Hz 

Oil pressure: 20Mpa 

Minimum height: 500mm 

Overall Length: 4360mm 

Overall Height: 2118mm 

Overall Width: 2920mm  
23.  YCJ-3000B 

Specification  

Lifting capacity: 3000Kg 

Lifting Height: 1900mm 

Lifting Speed: 60s 

Net Weight: 710Kg 

Noise:�Ø70dB 

Power Supply: 220/380V 50/60Hz 

Platform Length: 1400�� 1900mm 

Platform Height: 110mm 

Single Platform Width: 600mm 

Space between Platforms: 800mm 
 



�  

 9

24.  YDJ-3000B 

Specification  

Lifting capacity: 3000Kg 

Lifting Height: 1000mm 

Lifting Speed: 60s 

Net Weight: 540Kg 

Noise:�Ø70dB 

Power Supply: 220/380V 50/60Hz 

Platform Length: 1400�� 1900mm 

Platform Height: 110mm 

Single Platform Width: 530mm 

Space between Platforms: 700mm 

Overall Width of Platform: 1760mm 

25.  YPJ-3600 

Specification  

Lifting capacity: 4000Kg 

Max lift height: 1700mm 

Lifting Time: 55s 

Lowering Time: 30s 

Net Weight: 1880Kg 

Motor power: 2.2Kw 

Noise: <70dB 

Power Supply: 220V/380V 50Hz 
 

26.  YYJ-2800 

Specification  

Lifting capacity: 2800Kg 

Max lift height: 1200mm 

Lifting Time: 20s 

Lowering Time: 30s 

Net Weight: 350Kg 

Oil pressure: 16Mpa 

Air pressure: 5-10Bar 

Noise: <70dB 

Power Supply: 220V 1ph 380V 3ph 

Motor Power: 1.5Kw 
 

 

 

Accessories   >> Accessories For Tyre Changer 
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1. Crowbar  1 

2.Brush  1 

3. Washer For Duck Head 1set 

4.Protector For Clamp 8 

5. Protector For Crowbarl 1 

6.Metal Duck Head  1 

7.Gun Inflator  1 

8.Manual 1 

9.Reverse Switch  1/5set 

10.Protector For Shovel  1 
 

 

 

 

Accessories   >> Accessories For Wheel Alignment 

  

 

1. Display (CRT) 

2. Keyboard 

3. Printer 

4. Main Frame 

5. Mouse 

6. 1&6.2 Adaptor 

7. Sensor 

8. Clinometer 

9. Steering Wheel Fixer 

10. Brake Unit 

11. Wheel 

12. Contract Wire 

1  

1 

1 

1 

1 

4 

4 

2 

1 

1  

4 

1  
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13. Power Wire 

14. Manual 

  

1 

1  

   

 

 

 

Accessories   >> Accessories For Wheel Balancer 

  

 

1.Manual  

2.Cones  

3.Caliper Gauge  

4.Quick Nut  

5.Plumb (100G)  

6.Thread Rod (M36)  

7.Allen Wrench (M8)  

8 Plastic Carrying Pin  

9.Screw (M10*160)  

1 

4 

1 

4 

1  

1 

1 

3 

1  

 

 

 

 
 


